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1. CHORD LENGTH ‘Lp‘ AND POLE HEIGHT ‘Hp’ ARE FOR DESIGN PURPOSES ONLY. ACTUAL LENGTHS WILL BE AS SPECIFIED
IN DETERMINING THE STRUCTURE TYPE FOR A SIGN SUPPORT. THE DESIGNER WILL
CHOOSE A DESIGN HEIGHT ‘Hp’ AND A CHORD LENGTH ‘Lp’ EQUAL TO OR GREATER THAN THE ACTUAL DIMENSIONS.

IN THE ERECTION DETAIL SHEET.
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5“ x 9" ACCESS HOLE WITH
FRAME AND COVER., SEE
APPROPRIATE 800 SERIES STANDARD (TYP)

17'-9" MINIMUM TO
LOWEST POINT OF LIGHTING FIXTURES

HIGH POINT ON RDADWAY

FACE OF CURB OR
EDGE OF TRAVELED RDADWAY

/_ TOP SURFACE OF ROADWAY

20'-9” MINIMUM TO BOTTOM OF DESIGN SIGN

CONDUIT (LOCATE IN

DIRECTION OF POWER SOURCE)

2. REFER TO APPROPRIATE 800 SERIES STANDARD PLATE REGARDING STRUCTURE DATA.

3. REFER TO APPROPRIATE 800 SERIES STANDARD REAR ELEVATION VIEW

PLATE REGARDING GENERAL NOTES.
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